RITRER

Schottky Barrier Rectifiers

Galaxy
Microelectronics

MBR10200CT MBRF10200CT MBRB10200CT
MBR10200UC MBRI10200CT MBRD10200CT

Features

Low forward voltage drop
Low switching losses
High surge capacity

RoHS compliant with Halogen-free

Mechanical Data
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® Case: TO-220AB, ITO-220AB, TO-263, TO-247, TO-251, TO-252 3
® Molding compound: UL flammability classification rating 94V-0 MBRB10200CT MBR10200UC
® Terminals: Tin-plated; solderability per MIL-STD-202, Method 208 TO-263 TO-247
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Ordering Information

Part Number Package Shipping Quantity Marking Code
MBR10200CT TO-220AB 50 pcs / Tube MBR10200CT
MBRF10200CT ITO-220AB 50 pcs / Tube MBRF10200CT
MBRB10200CT TO-263 50 pcs / Tube or 800 pcs / Tape & Reel MBRB10200CT
MBR10200UC TO-247 30 pcs / Tube MBR10200UC
MBRI10200CT TO-251 80 pcs / Tube MBRI10200CT
MBRD10200CT TO-252 80 pcs / Tube & 2500 pcs / Tape & Reel MBRD10200CT
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Maximum Ratin JS (@ Ta=25°C unless otherwise specified)

Parameter Symbol Value Unit
Peak Repetitive Reverse Voltage VRRM 200 \%
RMS Reverse Voltage VRums 140 \%
DC Blocking Voltage Voc 200 \%
Continuous Forward Current (per leg) I 5 A
Continuous Forward Current (per device) I 10 A
Peak Forward Surge Current (8.3ms single half sine-wave, per leg) IFsm 125 A

Thermal Characteristics

Parameter Symbol Value Unit
Thermal Resistance Junction-to-Case (TO-220AB, TO-263,per leg) 2 °C/W
Thermal Resistance Junction-to-Case (ITO-220AB, per leg) 4 °C/W
Thermal Resistance Junction-to-Case (TO-247, per leg) Ro.o 1 °C/W
Thermal Resistance Junction-to-Case (TO-251, TO-252, per leg) 5 °C/W
Operating Junction Temperature Ty -55 ~ +150 °C
Storage Temperature Range Tste -55 ~ +150 °C

Electrical Characteristics (@ Ta= 25°C unless otherwise specified)

Parameter Symbol Test Condition Min. Typ. Max. Unit
Reverse Breakdown Voltage Ver Ir = 100pA 200 - - \Y,
Ir = 5A, Ta= 25°C, per leg - 0.85 0.9 Y,
Forward Voltage Ve
IF=5A, Ta=125°C, per leg - 0.71 0.8 \Y
Maximum Peak Reverse Vr = Rated VrrM, Ta= 25°C - - 0.01 mA
Ir
Current Vr = Rated Vrrm, Ts=125°C - - 5 mA
Junction Capacitance C Vr=4V, f=1MHZ - 74 - pF
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Ratings and Characteristics Curves (@ Ta= 25°C unless otherwise specified)
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Package Outline Dimensions (unit: mm)

A o © TO-220AB
N - . Dimension Min. Max.
\‘@ - A 9.80 | 10.30
B 8.70 9.10
T C 437 | 477
. D 1.07 1.47
E 2.64 2.84
F 13.14 | 1374
I G 2.44 2.64
I H 28.03 | 28.83
| | 3.50 4.00
L J 0.28 0.48
K 1.22 1.32
L 0.71 0.91
. g M 2.40 2.60
G =~ N 3.76 3.96

A —C - ITO-220AB
o TE Dimension Min. Max.
o o A 9.90 | 10.30
6\ B 14.80 | 15.20
O G C 430 | 470
m D 250 | 2.90
E 280 | 330
T F 13.00 | 13.60
B G 310 | 330
o R " I H 28.00 | 28.60
| 790 | 890
N J 040 | 060
. L 070 | 0.90
L M 130 | 1.50
l N 260 | 2.80
5 0 260 | 3.10
P 245 | 265
K/R 110 | 1.30
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TO-263
B — 0] : : :
p—A—o —~+E Dimension Min. Max.
_ N A 6.00 | 8.00
= 4 B 9.90 | 10.30
C 850 | 9.10
i 1 , 5 ! D 437 | 477
L E 107 | 1.47
B [] F 107 | 1.47
! ﬁ w G 505 | 5.74
L H 244 | 266
— L—HJ Ty J 1515 | 15.80
K 028 | 0.48
L 117 | 1.37
M 071 | 0.1
N 6.55 | 7.68
o 770 | 8.10
I N — ~c
: P TO-247
E _ 1 |
T 4\#}; o} B Dimension Min. Max.
B T A 1550 | 16.10
B 20.70 | 21.30
: 2 C 470 | 5.30
T D 1.80 2.20
F E 5.20 5.80
F 19.70 | 20.30
o . G 5.20 5.60
K+M»G - M H 3.30 3.70
| 3.90 4.30
o Ton
= . .
: ;f\ L L 1.00 | 1.40
p '&)) ! M 2.20 2.60
N 7.00 7.20
o 4.90 5.30
P 1.80 2.20
Q 5.70 5.90
R 0.80 1.20
s 17.00 | 17.80
. T 13.60 | 14.20
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TO-251
C D Dimension Min. Max.
i K. A 5.05 5.65
£ B 5.80 6.40
— c 6.25 6.85
() { = D 2.20 2.40
L ‘ E 0.40 0.60
F 11.00 11.60
T 75 13 T 11 ! G 5.05 -
O . .
H 2.10 2.50
H I E_'LL" | 0.70 0.90
J 4.00 4.40
K 0.40 0.60
TO-252
Dimension Min. Max.
A 5.05 5.65
) B 5.80 6.40
K c 6.25 6.85
T . D 2.20 2.40
L L Q E 0.40 0.60
_ : .

O [ © F 9.71 10.31

o .
. P G 5.05 5.65
) H 2.10 2.50

7 T N === T 11 1%
y } ,] J ] | 0.70 0.90
0o J 0.50 0.70
H EY

K 0.40 0.60
L 0.80 1.20
M 2.70 3.10
N 0.00 0.12
o) 1.30 1.70
P 4.70 5.50
Q 1.25 1.65
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Mounting Pad Layout (unit: mm)

MBR10200CT MBRF10200CT MBRB10200CT
MBR10200UC MBRI10200CT MBRD10200CT
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